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STRUCTURAL
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9211 CORPORATE BLVD, SUITE 340
ROCKVILLE, MD 20850
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CIVIL

CONSTRUCTION MANAGER

1 BID DOCUMENTS 10/21/2020

PRINTS ISSUED
NO: DESCRIPTION: DATE:

12/04/20

MECH./ELECTRICAL/PLUMBING

KITCHEN

2

SUSTAINABILITY
DOO CONSULTING, LLC

531 PICCADILLY ROAD
BALTIMORE, MD 21204

443-653-3792 (P)

4
3

MONTGOMERY
COUNTY PUBLIC

SCHOOLS

GAITHERSBURG
CLUSTER

ELEMENTARY
SCHOOL #8

19007

9220 WIGHTMAN RD, SUITE 120
MONTGOMERY VILLAGE, MD 20886

301-670-0840(P)

9220 WIGHTMAN RD, SUITE 120
MONTGOMERY VILLAGE, MD 20886

240-200-5599(P)

MACRIS, HENDRICKS &
GLASCOCK

COMPREHENSIVE
STRUCTURAL SOLUTIONS

11155 RED RUN BLVD, SUITE 310
BALTIMORE, MD 21117

410-265-6100(P)

JAMES POSEY ASSOCIATES

NYIKOS-GARCIA
FOODSERVICE DESIGN, INC

18219-A FLOWER HILL WAY
GAITHERSBURG, MD 20879

240-683-9530 (P)

TAX MAP FT62 WSSC 224NW09

PLAT 12762

9TH ELECTION DISTRICT
CITY OF GAITHERSBURG, MD

W
ORKING

NORTH

SKANSKA USA BUILDING INC.

700 KING FARM BLVD, SUITE 200
ROCKVILLE, MD 20850

301-795-3100 (P)

5

ADDENDUM #2 11/25/20202
ADDENDUM #3 12/01/20203
ADDENDUM #4 12/03/20204

Professional Certification.   IProfessional Certification.   I
hereby certify that these
documents were prepared or
approved by me, and that I am a
duly licensed Professional
Enegineer under the laws of the
State of Maryland, License No.:
16905, Expiration Date: 4.21.2022.

C2.13

SITE DETAILS
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NOTE:
ALL DIMENSIONS SHOWN ARE TO THE INSIDE EDGE OF LINES.
ALL LINES ARE TO BE WHITE AND 2 IN. WIDE.
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CONC. FOOTING
SHA MIX NO. 3

5
16" x 4" x 6"

BOLT PLATE

STANDARD GALVANIZED
STEEL PIPE POST

6-5/8" MIN. O.D.

TOP OF CONCRETE
SLOPES AWAY
FROM POST

SURFACES VARY

NTS

BASKETBALL GOAL DETAIL
C2.13

3

NOTE:
BASKETBALL BACKSTOPS SHALL BE MANUFACTURED BY
AALCO, MODEL G66-601. ALL BACKSTOPS SHALL HAVE
SAFETY PIN IN POST TO PREVENT BACKSTOP SLIPPAGE.

NTS

BASKETBALL COURT
C2.13

2

NTS

FLAGPOLE DETAIL
C2.13

1

12
"

12
"

3'
-0

"
3'

-6
"  

TO
 T

O
P 

O
F 

C
LE

AT

25
'-0

"

3
4" DIA. STEEL LIGHTING SPIKE

6" SQUARE STEEL PLATE WELDED TO SPIKE

STEEL BASE PLATE WELDED TO SLEEVE

THREE (3) STEEL CENTERING
WEDGES @ 120' O.C.

SIZE #4 VERT. WITH #3 TIES @
12" O.C. 3" CLEAR ALL AROUND

Q6 GA. CORR. GALV. STL. SLEEVE

TAMPERED WITH CLEAN DRY SAND (ASTM C33)

3500 PSI CONCRETE
ASTM C94

CHAMFER
EDGE

HARDWOOD WEDGES

2" ELASTOMETRIC SEALANT

SPUN ALUMINUM FLASH COLLAR,
FINISH TO MATCH POLE

3'-0"
CLEAR SILICONE CAULK

5" BUTT IDA. x 316" WALL THICKNESS

ONE (1) 9" CAST ALUMINUM CLEAT MOUNTED
WITH (2) - 516" S.S. FLATHEAD MACHINE SCREWS

SNUG FIT, INTERNAL
SPLICING, WEATHERTIGHT

PRECISION TAPERED
AHIRLINE FIELD JOINT

5" DIA. BALL 14 GA. ALUMINUM
CLEAR ANODIZED FINIAL BALL

3" TOP DIA.

REVOLVING CAST ALUMINUM TRUCK
WITH ONE (1) 2 3 8" DIA. ALUM. SHEAVE
THAT ROTATES ON A 12" DIA. S.S. PIN,
TRUCK REVOLVES ON A ST. STL. BALL
BEARINGS MOUNTED ON AN ALUM. SPINDLE

ONE (1) # 10 - 516" DIA. WHITE
POLYPROPYLENE HALYARD

TWO (4) 3 12" BRONZE CHROME
PLATED SWIVEL TYPE SNAPHOOKS
WITH NEOPRENE COVERS

ALUMINUM ASTM B241 CONE TAPERED
ALLOY 6063-T6 SEAMLESS FLAGPOLE
WITH A POLISHED SATIN BRUSH FINISH
FOLLOWED BY A CLEAR ANODIZED FINISH
PER AA M12-C22-A41 CLASS 1 (0.7 MIL)

NOTE: COAT PORTION OF POLE BELOW
GRADE WITH HEAVY COAT OF BITUMINOUS PAINT

SEE 3/C2.13

6" MIN.

2'-0"

3'-6"

6" MIN.

6" BOLLARD COVER (1( 4" WALL
THICKNESS) W/ DOME TOP BY
IDEALSHIELD  COLOR: YELLOW
PHONE: (866) 825-8659

6" DIAMETER SCHEDULE 40
METAL PIPE BOLLARD
FILLED WITH MIN. 3500 PSI
CONCRETE

FILLER &
SEALANT

CONCRETE
PAVEMENT

COMPACTED
SUBGRADE

CONCRETE
FOOTING, SHA MIX
#3 (3500 PSI)

SLEEVE PIPE
GUARD

SLOPE PER PLAN

NTS

UTILITY BOLLARD
C2.13

4

NTS

DROP OFF ZONE BOLLARD
C2.13

5

NOTES:
1. BOLLARDS PER RELIANCE FOUNDRY CO. LTD. FIXED TYPE

R-7576 OR APPROVED EQUAL.
2. COLOR TO BE ANODIZED SILVER.
3. INSTALLATION PER MANUFACTURERS RECOMMENDATIONS

NOTES:
1. BOLLARDS TO BE PAINTED TRAFFIC YELLOW PER

MDOT-SHA STANDARDS

AS NOTED
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Digitally signed by Stephen E. Crum
Date: 2021.01.05 13:07:38-05'00'

 

 

CITY OF GAITHERSBURG 
DEPARTMENT OF PUBLIC WORKS  

FINAL APPROVAL 

APPLICATION NO._______________ 

DATE ________________________ 

BY __________________________ 

 

SP-8653-2020

January 6, 2021

 

 

CITY OF GAITHERSBURG PLANNING COMMISSION 
31 SOUTH SUMMIT AVENUE, GAITHERSBURG, MARYLAND 20877 

SITE PLAN APPROVAL 
AT THE REGULARLY SCHEDULED MEETING OF THE PLANNING 

COMMISSION HELD ON _____________________________ 

APPLICATION NO. _____________________ WAS GRANTED 

FINAL SITE PLAN APPROVAL 
WITH _______ (      ) CONDITIONS.       SEE S.D.A LETTER. 

DATE ____________ BY _________________________ 

   NOTE:  

 

ANY REVISIONS TO SIGNED PLANS MUST BE APPROVED 
BY THE PLANNING COMMISSION OR PLANNING STAFF 

November 4, 2020

SP-8653-2020

THREE 3

1/8/2021


